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AURABEAT

AG+ NSP-C1000
Medical Grade Silver lon Antiviral Ceiling Mounted Air Purifier
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P COVID 19°
(SARS-CoV-2)
Patented AG+ Silver lon Technology UVC Light and HEPA Filter ‘

to enhance protection

Certified as Medical Grade from the US 4 4-stage Air Sterilization Technology

Capture Pollutant and Kill Bacteria Applicable for Public Areas
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Patented AG+ Silver lon Registered as
Antiviral Technology Class Il Medical Device




Antibacterial mechanism

-SH
Enzyme Protein

Cell membrane

Silver lon combines with
the -SH group of the enzyme protein

Dust

Sterilization
Capture and Purification
Technology uvc

Silver lon detaches from the
bacterium, reaching for next bacterium
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Sterilizes the air
and eliminates virus

lonizer

AG+ Silver lon \
HEPA filter

Sterilizes and
purifies the air

Filter > 99.97% (HEPA)

airbone particles < 0.01pm
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360° Protection from

Micro-organisms and Pollutant
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Bacteria Mold
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Secondhand Smoke

Aurabeat NSP-C1000
Comparison of Sterilization Technology between NSP-C1000 and Other Products

fiber particles

),
\ A

‘e i de

. Freshair “%

Indoor Air x & W ’
2o
®e
.0

PM2.5 Particle

A\

Pet Hair

Remove Pollutant

Remove Microbe

Kill Microbe on the Filter

Kill Unremoved Microbe by the Filter

Reduce Health Risk

Prevent Re-infection
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Product Specifications

Aurabeat AG+ NSP-C1000

Medical Grade Silver lon Antiviral Ceiling Mounted Air Purifier

Particulate CADR 1000m?3/h

Max. Area 100m?

n

Max. Noise Level(dBA) 60dB(A)

UV Light Life > 8000-12000h

Ozone Concentration < 0.1 mg/m?2

Semiconductor Electronic lon Voltage + 5.0 ~ 10.0KV

Rated Power Input 200W

Temperature and Humidity of the -5°C ~ 50°C < 90%RH

Environment

Rated Voltage / Rated Frequency 220 - 240 VAC, 50 - 60 Hz
; }JJ& Product Size ( Dimension / Net Weight) 645 x 645 x 380 mm, 34kgs

Installation Size 600 x 600 x 380mm
Installation Requirement @ Applicable for general exposed ceiling

(@ Please drill holes for allocating maintenance channel if
it is a conventional ceiling

@3 The distance between the ceiling and the ground
should not be less than 50cm. Keep away from central

— air conditioner and extinguishing pipe

Aurabeat was established in Hong Kong. We develop air purification solutions with
silver ion patented technology. Also we received lots of qualifications from
the world’s authorities. Our retail outlets are located in more than 40 countries.
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Aurabeat products meet the requirements of specified air purifiers applicable to catering business from the Food and
Environmental Hygiene Department. Now it is widely used in more than 80 government departments and NGOs, 90 hospitals
and clinics, 130 schools, 90 restaurants, 20 hotels, 50 fitness rooms, 30 homes for the aged, 10 day care centres and 170

offices.
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